Autowire 


1. This kit is designed to work with our 510691 1971-74 Mopar 
B-body Classic Update Kit. It is NOT intended to be used by itself 
or with any other aftermarket electrical system. 


2. Install the 510692 Dash harness before installing this A/C 
Overlay harness. This harness will replace the Heater Overlay 
harness (item “Т") in the Dash kit. 
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(connector, male Е (connector, 
3-way, 1 pc) single, 4 pcs) 


(terminal, male, F (terminal, female, 
8 pcs) 6 pcs) 


(connector, (connector, 
BE -con, male G single, 2 pcs) 
double, 2 pcs) 


(terminal, Pack-con, 
(CLE ETE] "пае, 6 pes) 


(grommet, 
1 pc) 
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Air Conditioning harness installation instructions: 
1971-72 AC/Heater Control switch wiring: 


(2) Heater switch illumination 
connectors and the AC/Heater 
Feed connector, from the 
510692 Dash harness 


modify the (4) illumination wires 

and the (3) blower switch wires, 
using items “А-0”, before installing 
the AC/Heater control in the dash 
and making the Dash harness and 
A/C Overlay harness connections 


(2) illumination 
connectors 


AC/Heater 
Feed 
connectors 


AC/Heater 
control switch 
" connector #2 


— 


—N 


AC/Heater control switch 
connectors #1 & #2, 
AC/Heater feed connector 
and the Blower switch 
connector, from the 510474 
A/C Overlay harness 


AC/Heater 
control 
switch 


Blower switch 


connector AC/Heater control switch 


connector #1 (align connector 
cavities that contain wires, with 
4 terminals on side of control 


Switch) 
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1973-74 AC/Heater Control switch wiring: 


install the AC/Heater switch 
illumination extension, before 
installing the AC/Heater control 
in the dash and making the 
Dash harness and A/C Overlay 
harness connections 


AC/Heater switch illumination 
extension, from the 510692 
Dash harness 


(2) Heater switch illumination 

connectors (only 1 used) and 
the AC/Heater Feed connector, 
from the 510692 Dash harness 


illumination 
connector 


—— = 
А 


_— Blower switch 
connector 


AC/Heater 
Feed 
connectors 


AC/Heater 
control 
switch 


AC/Heater 
control switch 
connector #2 


AC/Heater control switch 
connector #1 (align connector 
cavities that contain wires, with 
4 terminals on side of control 

switch) 


AC/Heater control switch 
connectors #1 & #2, AC/Heater 
feed connector and the Blower 

switch connector, from the 
510474 A/C Overlay harness 
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Air Conditioning harness installation instructions: 


Blower Resistor 


connector #2 
510474 A/C Overlay harness 


(route alongside 510692 
| Dash harness) 


Blower Resistor 
connector #1 


to blower 
motor 
resistor 


motor 


E F 
to A/C = Bees 


pressure \ 
switch Em after routing and connecting the dark 
Бој = blue wire to the A/C pressure switch, use 
Е Е the remaining wire to connect the A/C 
pressure switch to the A/C compressor 
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from the 510692 
Dash harness 


ーー to AC/Heater 
ーー 一 control switch 
(see page 2) 


drill a 1” hole in the firewall 
near the bulkhead connector, 
to mount the “H” grommet 
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